IE- Shaw-

(IP== Perkins , the security
specialist has the solution to your
vandalism problems with a complete
line of full-security metal guards

UL Listed

Shaw-Perkins Protection

Detector Guards ......

B Constructed of heavy-gauge die-formed steel.
To prevent damage to the smoke detector due
to vandalism.

® Does not interfere with detector operation.
Test reports available.

Cutaway of # Installs easily.

Shaw-Perkins Installs over your existing detectors without
Steel Smoke Detector Guard removing the device.

® Proven reliable for more than 20 years.
In penal institutions, public housing and schools
throughout the United States.

m  Variety of models or sizes.
Fits your present detector.
(For sizes not listed, contact factory.)
Also available in models to install over existing
exposed conduit.

B Keeps your fire alarm program working.



Shaw-Perkins Protection

Steel Smoke
Detector Guards o soo

Cover
16 gauge perforated steel (3/16" dia. perforations on 1/4"
staggered centers). 51% open area.

Frame
3/4" X 3/4" angle, 14 gauge solid steel.

Installation
Model No. | Dim. A* | Dim. B Use frame as guide to drill into ceiling. Use 1/4" min. hex
" . head bolts with lead expansion shields or toggle bolts.
SDG-773 7 B Avoid plastic shields. Place cover over frame; secure
SDG-774 7" 4" with 4 fasteners.
SDG-775 i 5" All guards are supplied with the following:
i . 1. Guards fasten to mounting frame with No. 10/24 X 3/8"
SDG-776 7 6 long Allen head screws. (10/24 Spanner head screws
SDG-777 2 7" and tool optional at extra cost.)
2. Standard: Cool Tan baked enamel finish.
SDG-854 812" 4"
SDG-855 8 1/2" 5 Maintenance and Testing

Shaw-Perkins recommends routine cleaning of the smoke
SDG-856 812" 6" detector and guard, so that dust and other matter do not

accumulate. Refer to smoke detector manual for details.
SDG-11475 1" 4 3/4"

SDG-12124 12" 4" Important:
Strength of final installation requires heavy, solid anchoring.

*Dim. A denotes max. smoke detector
size that will fit inside guard frame for
any given model. More quality, heavy-duty protection from:

5 ) Shaw-
P Perkins

Division of REMACOR
205 West Washington Street « P.O. Box 1486 < New Castle, PA 16103
724-654-1162 * FAX 724-654-1850

NOTE: This product is only UL listed with the Notifier Model SDX-751. Intelligent smoke detectors with a sensitivity range of 1.00 — 3.66% per foot obscuration.



